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Technical data

On-line „Double conversion“ technology (VFI)

Input Power Factor 0,99

LCD / LED Display

IGBT technology

Optional battery runtime

Audible and visible alarm

Inductive load acceptable

Large input voltage range

Static and manual bypass

Optional remote LCD panel

Parallel redundancy (Optional)

Intelligent management via RS232

Optional SNMP, Relay and AS400 card

1 year warranty (electronics)

10 - 300kVA (3/3)

with galvanic isolation for phase

with galvanic isolation for phase, 

neutral and bypass

LED indication 
(Input, battery, inverter, bypass...)

LCD-Display
(Voltage, frequency, temperature...)

PREMIUM DSP ++

Model (kVA)
Power (kW)
Input
Minimum voltage
Maximum voltage
Frequency
Input Power Factor
Harmonic distortion (THD)
Output
Voltage
Waveform
Harmonic distortion (THD)
Frequency
Output voltage range
Crest factor
E�  ciency
Bypass
Battery
Type and voltage
Backup time
Protection
Input / Output
Overload protection at load 100 - 125% / 125 - 150%
Alarms - Information
Audible alarm
LED-Alarm
LCD-Display
Standards
EMV
Protection class
Environment
Temperature / Humidity
Noise
Interface
RS232 / Relay card
AS400 / SNMP / EPO
Dimensions Premium DSP
Weight (without batteries - kg)
Width mm
Depth mm
Height mm
Dimensions Premium DSP +      (Premium DSP ++ on request)
Weight (without batteries - kg)
Width mm
Depth mm
Height mm

10 15 20 30 40 60 80 100 120 160 200 250 300
8 12 16 24 32 48 64 80 96 128 160 200 240

 
100% load: -15% / 90% load: -45% / 60% load: -60%

500V��
50/60Hz (45-65Hz)

0.99
<= 4%

380/400/415V (230V and 480V on request)
Sine Wave

< 3% linear load - < 5% non Linear Load
50/60Hz (±1%)

± 1%
3:1

94% (at 100% linear load)
Internal static (automatic) and manual bypass / External bypass optional

AGM - 2�372VDC (2�31batteries) 2�360VDC (2�30 batteries)

10min - 2 hours (internal batteries andexternal battery cabinets)

Overload, Overheating, Short Circuit, Battery Low, Noise and Spike Suppression
10min / 1min

Beeping sound for Line Failure, Battery Low, Bypass - Overload Status, Fault Status
Line - Backup - Eco Mode, Bypass, Battery Low/Bad/Disconnect, Overload, Fault

Voltage/Frequency, Load %, Battery Voltage/Runtime, Inner Temperature

EN 500091-1, EN 50091-2, IEC 62040-3 (class VFI)
IP20

0-40°C / 0-95%
< 55dB

Yes
Option

96 110 140 242 260 295 330 523 560 740 765
400
780
1070

520
900
1300

670
730
1530

640
980
1400

770
760
1700

960
870
1900

1610
1080
1930

235 238 273 365 502 625 680 790 1200 1290 1740 1840
400
780
1070

520
900
1300

635
1000
1400

760
1025
1685

980
1080
1820

1610
1080
1930


