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Technical data

On-line „Double conversion“  technology (VFI)

Parallel Redundancy On Line UPS (Up to 4 units)

Manual bypass through connection module (Opt.)

Programmable frequency through front panel

LED / LCD front panel (easily controlling)

Large input voltage range (160V-280V)

High input power factor up to 0.99

Extended runtime (Plug & Play)

Rack & Tower - 2 in 1 design

Galvanic isolation (optional)

DSP technology

RS232 port

EPO contact

Battery Cold start

Inductive load acceptable

Optional:
Relay, AS400,

USB, SNMP card
External battery charger 

2 years warranty (electronics)

6kVA (1/1) 10kVA (1/1, 3/1)

RS 232Free slot for SNMP,
Relay card and  AS 400 N+1 Parallel
EPO (Emergency 

Power O� )

6kVA 10kVA

Cooling fans

Additional battery 
input

On/o�  switch

6kVA (1/1) 10kVA (1/1 - 3/1)

160-280V��  /  277-485V��
45-65Hz

> 0.97 (at linear load)
< 5% at 100% linear load

208 / 220 / 230 / 240VAC - Pure sine wave
< 2%

50/60Hz
5,4kW (1/1) 9kW (1/1 � 3/1)

±2%
3:1

Up to 91%

�GM - 240VDC (20 batteries)
2A

5-15min
Yes (Option)

Overload, Overheating, Short Circuit, Battery Low, Noise and Spike Suppression
105-150% for 160 Seconds
105-200% for 500 Seconds

Beeping sound for Line Failure, Battery Low, Bypass - Overload Status, Fault Status
Line - Backup - Eco Mode, Bypass, Battery Low/Bad/Disconnect, Overload, Fault

Voltage/Frequency, Load %, Battery Voltage, Inner Temperature

Internal static (automatic) and manual bypass / External bypass optional

EN 500091-1, EN 50091-2, UL1778, EN61000-3-2, EN61000-3-3, FCC Class A
IP20

Yes / Option
Option / Option / Yes

Vision II XL 6kVA
UPS without batteries Battery module Galvanic isolation

58,0kg 58,0kg 42,0kg
440�176x660mm (4U) 440x133x660mm (3U) 440x88x660mm (2U)

Vision II XL 10kVA
UPS without batteries Battery module Galvanic isolation

30,0kg 67,0kg 42,0kg
440x133x660mm (3U) 440�133x660mm (3U) 88x440x660mm (2U)

Nominal capacity
Input
Input voltage range (1/1 and 3/1)
Frequency
Input power factor
Harmonic distortion (THD)
Output
Voltage and Waveform
Harmonic distortion (THD)
Frequency
Power
Voltage Stabilization
Crest factor
E�  ciency
Battery
Type and voltage VDC
Power of the internal charger
Backup time (at full/half load)
Additional batteries for long backup time
Protection
Input / Output
Overload, inverter protection
Overload, bypass protection
Alarms - Information
Audible alarm
Visual alarm
LCD-Display
Bypass
Type
Standards
EMV
Protection class
Interface
RS232 / Relay card
AS400 / SNMP / EPO
Dimensions Vision II 6kVA
Module
Weight
WxHxD
Dimensions Vision II 10kVA
Module
Weight
WxHxD


